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MAIN APPLICATION FIELD:

PRODUCT BENEFITS/FEATURES:
UZIN Conductive Copper-Strip is quick and easy to apply 
due to self-adhesive tape. For all kinds of installations in 
combination with UZIN conductive adhesive.

 

for various conductive applicationsu

for installations with UZIN conductive adhesivesu

self-adhesiveu

easy and quick applicationu

TECHNICAL DATA:
Packaging roll
Pack size 2 rolls x 20 linear metres
Colour copper
Thickness 0.09 mm x 10mm width
Länge 20 metres
Breite 10 mm

Single-sided self-adhesive copper strip for conductive flooring installations
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APPLICATION:
Install a UZIN copper-strip to the substrate centrally along 
the length of every sheet width and from wall to wall. 
Connect the ends of the strips with a cross-strip laid approx. 
30 cm from the wall. For every approx. 30 m² of area, leave 
exposed one strip for use as an earth connection point.
The conductive system must be earthed by an electrician 
according to VDE regulation.

IMPORTANT NOTES:
The substrate must be sound, load-bearing, dry, free 
from cracks and free from materials (dirt, oil, grease) 
that would impair adhesion. Cement and calcium 
sulphate screeds must be abraded and vacuumed. Test 
the substrate in accordance with applicable standard or 
notices and report any deficiencies.

u

Any adhesion-reducing or unstable layers, e.g. release 
agents, loose adhesives, compounds, covering or paint 
residues, etc. must be removed, e.g. by brushing, 
abrading, grinding or shot-blasting. Thoroughly vacuum 
loose material and dust. Use a suitable primer from the 
UZIN Product Guide according to the type and condition 
of the substrate. Allow any primer that is applied to dry 
completely.

u

The above information is based on our experience and careful investigations. The variety of associated materials and different construction and working conditions cannot be 
individually checked or influenced by us. The quality of your work depends, therefore, on your own professional judgement and product usage. If in doubt, conduct a small test 
or obtain technical advice. Observe the installation recommendations of the covering manufacturer. The publication of this Product datasheet invalidates all previous Product 
Information. The respective updated version of this datasheet can be found on our website:www.uzin.co.uk
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